
Update Procedure (Left unit)
-Start updating from Left unit Ⓛ first-
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When  upda t i ng  the  fi rmwa re ,  
connect the USB cable and supply 
power to the cradle during the whole 
updating process. Also make sure 
that the batteries of both Left and 
Right TM2 main units are charged 
enough. First, remove Both Left and 
Right units from the cradle. As in the 
ordinary pairing method, connect the 
Left unit to the iPhone first and then 
interlink Left and Right units.
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Starting up the application 
without connecting the 
TM2, the iPhone screen 
shows “DISCONNECTED” . 

When connection is 
completed or it has already 
connected, the screen 
displays the TM2 figure, as 
shown in the drawing. This 

is to indicate the 
connection is done and it 
moves on to the next step 
as the main display ❸.

The current TM2 firmware 
version is shown at the 
bottom right corner. Push 
the “START” button to start 

updating.

The display is ready to 
show the updating 

progress; percentage at 
the upper section, 

bar-graph at the middle, 
new firmware version to 
be updated and counting 
down the time remained. 

When updating becomes 
ready to start, you will be 
asked to execute. Press 
“OK” button to move 

forward. 

When updating the 
firmware, the application 
will automatically reboot. 
The TM2 LED will flush in 

blue. 

Ⓛ Left Side

Pressing “OK” will finish the 
Left unit update process, 
and it will move to the 
next step ❽, by showing 
“DISCONNECTED” .

The “START” button is now 
grayed out. Upon 

confirming the updated 
version is correctly 

displayed at the bottom 
right corner, place the TM2 
Left unit back to the cradle.

The screen shows 
“DISCONNECTED” . 

Then, the screen will 
automatically change to 
TM2 figure displayed 

again. 

This application can be 
downloaded f rom App 
Store.



Update Procedure (Right unit)
-Automatically swap from 
Left unit Ⓛ to Right unit Ⓡ-

After completing both units 
update….
After completing firmware update on both 

units, before start using the TM2, place them 

back to the cradle and charge the battery on 

both units.  

*Estimated time required for entire firmware 

update process: Approx. 10 minutes for both 

Left and Right units together.
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When retuning the Left unit, which has just 

been finished updating, to the cradle that is 

powered up via USB cable, the Left unit power 

wi l l  be OFF and the Right  unit  wi l l  now 

automatically switch to the Master. The Right 

unit update will now become ready. It may take 

5 to 10 seconds to be available depending on 

the environmental situation.
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Ⓡ Right Side
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Proceed with updating the Right unit as in the same 
method as done with Left unit.


